
 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Complete Streets 

“Complete Streets” are designed for everybody, 

not just the motorist.  The principle behind 

complete streets is that all users, regardless of age, 

ability, or transportation mode should be able to 

safely access the public street system.  Concerns 

for safety, particularly on high-speed roads with no 

bicycle lanes or sidewalks, are often cited as 

reasons people choose not to cycle or walk.     
 

BENEFITS OF COMPLETE STREETS: 

 Safety 
 Public Health – increased walking and cycling. 
 Aesthetics – a visually pleasing public 

environment 



 

 

Los Osos Circulation Study

9
th

 Street to Pine Avenue

Rosina Drive to South Court:  

Specific deficiencies identified by the community 

Los Osos Creek to 9
th

 Street:

General deficiencies identified by the community 
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Roadway Types 

ARTERIAL – Roads that carry 
a large volume of traffic 
between population centers 
and principal arterial roads. 
(e.g. highways). 

COLLECTOR – Roads that 
enable traffic to move from 
local streets to arterials and 
activity centers. 

LOCAL – Low capacity roads 
that provide primary access to 
adjacent parcels. 
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Western Segment – Bush Drive to Sunset Drive 

Eastern Segment – Sunset Drive to South Bay Boulevard 
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